
GALVANIZED STEEL
ANGLE LINTEL - SEE
STRUCTURAL FOR
BEARING LENGTH
REQUIRED. LEAVE
1/4" GAP AT ENDS
FOR MOVEMENT

**VERIFY**
** 8" **

SEALANT AND
BACKER AT ANGLE
BEARING

CONTROL JOINT -
SEE ELEVATIONS
FOR LOCATIONS.

SOLDIER COURSES
(ABOVE WINDOWS
ONLY)

WINDOW OR
DOOR FRAME

9
AS604

PREFINISHED
METAL END DAM

CONTINUE THROUGH-
WALL FLASHING
MEMBRANE &
PREFINISHED METAL
FLASHING OVER BEARING
ENDS OF ANGLE. EXTEND
METAL FLASHING PAST
BRICK FACE.

GALVANIZED STEEL
ANGLE LINTEL

COMPRESSIBLE
MATERIAL UNDER
BEARING ENDS OF
ANGLE

PROVIDE FLASHING AT
BRICK COURSE BELOW
FOR SLIP PLANE

SPLIT HEADER
COURSE, EVERY
6TH COURSE

SEALANT S-1
AND BACKER
ROD

PREFINISHED
METAL END DAM
BEYOND

4-1/2" CAST
STONE BELT
COURSE -
CHAMFER TOP
EDGE 7/8".
RAKE GROUT
3/4" TOP AND
BOTTOM OF
BELT COURSE
AND ADD
BACKER ROD
AND SEALANT

ASPHALT SHINGLE SYSTEM
OVER BUILDING FELT OVER
3/4" EXTERIOR GRADE CDX
PLYWOOD SHEATHING

24 GAUGE PREFINISHED
METAL ROOF EDGE,
FASCIA AND TRIM
SIMILAR TO 1/AS601

TREATED WOOD BLOCKING

NOTE:  PROVIDE BASE
FLASHINGS WHERE THIS
PROFILE MEETS THE SLOPE
OF THE MAIN ROOF.  TIE INTO
VALLEY FLASHINGS

CROSS FRAMING - SEE
STRUCTURAL DRAWINGS

CONTINUOUS
SEALANT

2

12

2

X

2 42 X

6" PREFINISHED
ALUMINUM LOUVER WITH
50% FREE AIR

CONTINUOUS
SEALANT

MAIN ROOF TRUSSES,
SHEATHING, ETC. SIMILAR TO
1/AS601

24 GAUGE PREFINISHED CAP
FLASHING WITH PLASTIC
FLASHING UNDER

CONTINUOUS
SEALANT

24 GAUGE PREFINISHED
COUNTER FLASHING AND
BASE FLASHING WITH
PLASTIC FLASHING UNDER

NOTE:  PROVIDE 16 OZ
COPPER VALLEY FLASHING AT
SIDES AND PEAK OF DORMER
WHERE IT MEETS THE MAIN
ROOF.

CONTINUOUS FRY REGLET
VENTED ALUMINUM SOFFIT
MOLDING WPM-75-V-300 PRE-
ASSEMBLE W/ THE 2X BLOCKING
BEFORE INSTALLING SAME

3/4" EXTERIOR GRADE CDX
PLYWOOD SHEATHING

CUSTOM
GALVANIZED
16 GAUGE
METAL
BOTTOM
TRACK

3

6

2 4

2

6

2

X

24 GAUGE PREFINISHED
METAL ROOF EDGE SIMILAR
TO 1/AS601

CONTINUOUS FRY REGLET
VENTED ALUMINUM SOFFIT
MOLDING WPM-75-V-300 PRE-
ASSEMBLE W/ THE 2X
BLOCKING BEFORE
INSTALLING SAME

LADDER FRAMING
SIMILAR TO 9/AS601

1/4"

1/4
"

3 1/4"

SUPPORT WOOD BLOCKING W/
2-1/2"x18 GA. STUDS AT 2'-0" O.C.
SECURED TO LADDER FRAMING

FOAM INSULATION

1' - 6".1' - 3"

7 5/8"

2 1/2"
1 1/4"

3 5/8" 1"

6" x 18 GAUGE
STUDS AT 2'-0"
O.C.

PROVIDE
MINIMUM 4.5 SF
OF CLEAR
OPENING IN
STEEL DECK AT
DORMER.
PROVIDE EDGE
SUPPORT AS
REQUIRED.  SEE
STRUCTURAL
DRAWINGS

6"4' 
- 0

"

R 1' - 8"

3"

1' - 0"

R 1' - 0"

8"

CAST STONE
QUOIN (4 TYPICAL)
- PROJECT FROM
WALL 1-1/2"

ARCHITECTURAL
CAST STONE
TRIM

ALUMINUM
LOUVER

ELEVATION

SECTION

ATTIC
114' - 1"

NOTE: REFER TO
DETAIL 1/AS604
FOR NOTES

1 1/2"

ARCHITECTURAL
CAST STONE,
QUOINS AND TRIM

2" PREFINISHED
ALUMINUM
LOUVER WITH 50%
FREE AIR

BRICK VENEER

ARCHITECTURAL
CAST STONE,
QUOINS AND TRIM

6" x 16 GAUGE
METAL STUDS AT
1'-4" O.C.

5/8" TYPE 'X' GYPSUM
BOARD SHEATHING
OVER VAPOR RETARDER

SEALANT AND
BACKER

PREFINISHED METAL
FLASHING AT BOTTOM
HALF ONLY

8 C
OU

RS
ES

 O
F B

RI
CK

3' 
- 4

"

2

6

2 4

2

6

2

10

2

X

2

6

2 4

2

4

2

X

2

X

ATTIC

114' - 1"

4" NOMINAL FACE
BRICK WITH
ADJUSTABLE TIES

TERMINATE CAVITY
WALL INSULATION
ABOVE ATTIC FLOOR TO
ALIGN WITH DETAIL
1/AS601

TERMINATE MAIN ROOF
DECK AT THIS POINT AT
GABLES

NOTE: REFER TO DETAIL
1/AS601 FOR SIMILAR
CONSTRUCTION

6" x 16 GAUGE METAL
STUDS AT 1'-4" O.C.

GRADE 'D', 60-MINUTE
BUILDING PAPER OVER
5/8" TYPE 'X' GYPSUM
BOARD SHEATHING
OVER VAPOR
RETARDER

OMIT GYPSUM BOARD ABOVE
HIGHEST POINT OF BRICK AT
ANY POINT OF GABLE FOR
VENTING GABLE ROOF CROSS

FRAMING - SEE
STRUCTURAL
DRAWINGS

CONTINUOUS FRY REGLET
VENTED ALUMINUM SOFFIT
MOLDING WPM-75-V-300
PRE-ASSEMBLE W/ THE 2X
BLOCKING BEFORE
INSTALLING SAME

ELEVATION VARIES

NOTE:  PROVIDE 16 OZ
COPPER VALLEY FLASHING AT
SIDES AND PEAK OF GABLE
WHERE IT MEETS THE MAIN
ROOF - SEE 9/AS603

4-1/2" CAST STONE BELT
COURSE.  RAKE GROUT 3/4"
TOP AND BOTTOM OF BELT
COURSE AND ADD BACKER
ROD AND SEALANT

3-5/8" x 18 GAUGE STUDS
AT 2'-0" O.C.

6" x 18 GAUGE LADDER
FRAMING AT 2'-0" O.C.
WITH 6" CONTINUOUS
RUNNER TRACK EACH
END.

SUPPORT WOOD
BLOCKING W/
 2-1/2"x18 GA. STUDS AT
2'-0" O.C. SECURED TO
LADDER FRAMING

1' - 4" 1'- 5".

1"

7 5/8"

2 1/2"

2 1/4" 3 5/8"

EAVE PROFILE TO ALIGN
WITH 1/AS601 ROOF
EDGE

1' - 3"

7 5/8" 2 1/2"1 1/4" 3 5/8" 7/8".

PROVIDE MINIMUM 4.5 SF OF
CLEAR OPENING IN STEEL
DECK AT GABLES.  PROVIDE
EDGE SUPPORT AS
REQUIRED.  SEE STRUCTURAL
DRAWINGS

PROVIDE TOTAL OF 120
SQUARE INCHES OF CLEAR
OPENING IN BLOCKING AND
CMU AT MIDSIZE GABLES
AND 146 SQUARE INCHES
TOTAL AT LARGE GABLES.
STAGGER OPENINGS AND
SUPPORT BRICK AS
REQUIRED

2 COURSES CMU

SELF-ADHERING MEMBRANE
FLASHING TRANSITION STRIP.
TIE INTO WINDOW FRAME -
FIELD VERIFY PLACEMENT.  3"
MIN OVERLAP AT MEMBRANE
JOINTS.  SEAL AT
PENETRATIONS.

SELF-ADHERING MEMBRANE
FLASHING TRANSITION STRIP.
TIE INTO WINDOW FRAME -
FIELD VERIFY PLACEMENT.  3"
MIN OVERLAP AT MEMBRANE
JOINTS.  SEAL AT
PENETRATIONS.

3/4"

SELF-ADHERING MEMBRANE
FLASHING TRANSITION STRIP.
TIE INTO WINDOW FRAME -
FIELD VERIFY PLACEMENT.  3"
MIN OVERLAP AT MEMBRANE
JOINTS.  SEAL AT
PENETRATIONS.
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LONG TERM / INTERMEDIATE PSYCHIATRIC
UNIT

12/
16/

201
1

 1 1/2" = 1'-0"

ELEVATION AT SLIP JOINT AT DOOR AND
WINDOW LINTELS

8  3" = 1'-0"
SLIP JOINT DETAIL

9

 1 1/2" = 1'-0"
SECTION AT DORMER LOUVER

3  1" = 1'-0"
ARCHITECTURAL ROUNDEL

4 1 1/2" = 1'-0"

GABLE END AT MIDSIZE AND LARGE
BRICK GABLES

1

 3" = 1'-0"

FLASHING TERMINATION DETAIL AT
HEAD TYPICAL

5

 3" = 1'-0"

FLASHING TERMINATION DETAIL AT SILL
TYPICAL

6

 3" = 1'-0"

FLASHING TERMINATION DETAIL AT
JAMB TYPICAL

7
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